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Start here I
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Commecez ici
Empieze aqui

Directions / Mode d’emploi /

Modo de uso

. Remove the glass from the door,

remove the old gasket and any trace

of glue which may have remained on the glass.
. Progressively remove the paper

off the self-adhesive gasket and install it

N

Begin gluing the gasket 2" from the fop left corner.
Once you have installed the gasket around the glass,
cut off any excess.

3. Reinstall the glass in the door.

along the edge of the glass, as shown on the illustration.

1. Retirez la vitre de la porte, enlevez

I'ancien cordon et toute trace de

colle restante sl y a lieu.

Enlevez progressivement le papier du cordon au fur
et @ mesure que vous apposez le cordon préencollé
sur 'épaisseur de la vitre, selon lillustration.

Débutez le collage du cordon & 2" du bord
supérieur gauche de la vitre. Lorsque vous avez
complété le tour de la vitre, coupez I'excédent.

3. Réinstallez la vitre sur la porte.
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1. Retire el vidrio de la puerta,

el antiguo empagque y todo trazo
de pegante que pueda haberse
quedado en el vidrio.

Retire el papel del empaque
adhesivo a medida

que lo fija sobre el conforno

del vidrio, segun la ilustracion.
Empiéce a pegar del cordén a
2" del borde superior izquierdo del
vidrio. Cuando haya completado
todo el contorno del vidrio,

corte el excedente.

3. Reinstale el vidrio sobre la puerta.
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