
TOOLS REQUIRED : 

PROCEDURE : 

6x

5/16

PARTS REQUIRED : 

WARNING

HOT SURFACE. ALLOW TO COOL 
BEFORE SERVICING.

DANGER
DISCONNECT ALL SOURCE OF 
POWER BEFORE SERVICING 
THE STOVE.

Exhaust blower Exhaust gasket Exhaust blower 
gasket

NOTE

For actual part numbers, visit our website at www.drolet.ca/en/parts

HOW TO
Document # Model name

HT00135E ECO-55 / ECO-55ST

REPLACE THE EXHAUST BLOWER
Model number Serial number Date

DP00070 / DP00071 100 to ... 2017-02-24

5/167/16

NOM DE LA PIÈCE / PART NAME
ISLOANT SORTIE DES GAS /

EXHAUST INSULATION

RÉVISIONS / REVISIONS

01C 2012-11-07
PAGE

2 de 2
 MATÉRIEL / MATERIAL

PAPIER CÉRAMIQUE

1
QTÉ / QTYCONCEPTEUR

P-L Gobeil P-L Gobeil
DESSINATEUR

DESSIN / DRAWING NBR

21392

- LB
POIDS / WEIGHT

LONGUEUR TOTALE / TOTAL LENGTH:
LONGUEUR DÉNUDÉE / STRIPPED PART:

± 1/8"
± 1/16"

TOLÉRANCES SUR LE FILAGE / WIRING TOLERANCESFABRICANT DE POÊLES INTERNATIONAL INC.
250, rue de Copenhague,

Saint-Augustin-de-Desmaures (Québec) G3A 2H3
Tél : ( 418 ) 878-3040
Fax : ( 418 ) 878-3001

www.sbi-international.com

ADD .015" WHEN ON
PARTING LINE /

AJOUTER .015" SI
SUR PLAN DE JOINT

0" - 3" :
3" - 6" :
6" - 9" :
9" - 12" :

±.030"
±.040"
±.050"
±.060"

TOLÉRANCES SUR PIÈCES COULÉES / TOLERANCES ON CAST PART

ENTRE / BETWEEN

12" + : ±.060" + .002" / po. (in)

THESE ALLOWANCES ARE NOT CUMULATIVE

FRACTION :
.XXX :

± 1/8"
± 1/16"

TOLÉRANCES ISOLANTS /
INSULATION TOLERANCES

FRACTION :
.XX :
.XXX :

ANGLES :

TOLÉRANCES SUR USINAGE /
TOLERANCES ON MACHINING

± 1/64"
±.010"
±.005"
±0.5°
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7/16 "
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4x3 4

5 6
Use the screwdriver to remove the blower 
gasket.
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Stove Builder International inc.
250, rue de Copenhague, 

St-Augustin-de-Desmaures (Québec) Canada  
G3A 2H3

Customer service : 418-908-8002
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7/16

Follow previous steps in reverse order to reinstall.
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7/16 "

Install the gasket on the exhaust blower 
before to replace it on the pellet stove.
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