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3.9	 Optional Fresh Air Intake Kit Installation

The fresh air intake kit may be installed on the right or left end side of the unit. The unused 
side must be covered by the plate provided in the user manual kit.

•	 Install the fresh air intake adapter (E) with four screws (F) then secure the flexible pipe19 (H) (not 
included) to the adapter using one of the pipe clamps (G). Secure the other end of the pipe to 
the outside wall termination (J) using the other pipe clamp. The outside wall termination must 
be installed outside of the home.

15 The pipe must be HVAC type, insulated, and must comply with ULC S110 and/or UL 181, Class 0 or Class 1.
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3.10	 Optional Fire Screen Installation

In the United States or in provinces with a particulate emissions limit (e.g.: US EPA), the use of 
open-door wood stoves with a rigid firescreen is prohibited.

1.	 Open the door.

2.	 Hold the fire screen by the two handles and bring it close to the door opening.
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3.	 Lean the upper part of the fire screen against the top door opening making sure to insert the top 
fire screen brackets in front of the primary air deflector.

4.	 Lift the fire screen upwards and push the bottom part towards the insert then let the fire screen 
rest on the bottom of the door opening.
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3.11	 Air Tubes and Baffle Installation

1.	 Starting with the rear tube, lean and insert the right end of the secondary air tube into the rear 
right channel hole. Then lift and insert the left end of the tube into the rear left channel.

1

2

3

Never leave the insert unattended while in use with the fire screen.

Do not use the blower with the fire screen installed. May cause smoke spillage.

Do not use the fire screen with a offset liner adaptor.



2.	 Align the notch in the left end of the tube with the key of the left air channel hole. Using a  
« Wise grip » hold the tube and lock it in place by turning the tube as shown. Make sure the 
notch reaches the end of the key way.

3.	 Install the baffle.

4.	 Repeat steps 1 and 2 for the two other tubes.

5.	 To remove the tubes use the above steps in reverse order.

Note that secondary air tubes (A) can be replaced without removing the baffle board (B) and 
that all tubes are identical.
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3.12	 Removal Instructions

For inspecting purposes, the insert may need to be removed. To remove the insert, follow these 
instructions:

•	 Remove the blower grille (E) and faceplate (D) by lifting it and then pulling on it.

•	 Remove the blower (C).

•	 Remove the three screws securing the pipe connector (A).

•	 Unscrew the bolts securing the insert to the floor on each side of the unit (B).
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3.13	 Exploded Diagram and Parts List
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IMPORTANT: THIS IS DATED INFORMATION. When requesting service or replacement parts 
for this unit, please provide the model number and the serial number. We reserve the right to 
change parts due to technology upgrades or availabil ity. Contact an authorized dealer to obtain 
any of these parts. Never use substitute materials. Use of non-approved parts can result in poor 
performance and safety hazards.

# Item Description Qty

1 21636 2.1 SERIE C-CAST BAFFLE 1

2 SE74778 SECONDARY AIR TUBE KIT 1

3 AC06500 SILICONE AND 5/8" X 8' BLACK DOOR GASKET KIT 1

4 22419 BOTTOM REFRACTORY BRICK 1

5 29000 4'' X 8'' X 1 1/4'' REFRACTORY BRICK 9

6 PL74860 3-1/4'' X 7-1/4'' X 155 DEG BRICK 2

7 SE31318 DOOR HINGE REPLACEMENT KIT 1

8 AC06400 3/4" X 6' FLAT BLACK SELF-ADHESIVE GLASS GASKET 1

9 SE74847 CW2100 CENTURY FACEPLATE 1

10 PL74850 FACEPLATE GRILL 1

11 PL74849 RIGHT FACEPLATE 1

12 PL74847 TOP FACEPLATE 1

13 PL74848 LEFT FACEPLATE 1

14 SE46294 CB00027 INSTRUCTION MANUAL KIT 1

15 AC05959 METALLIC BLACK STOVE PAINT - 342 g (12oz) AEROSOL 1

16 SE74798 GLASS, GASKET AND MOULDING KIT 1

17 SE74775 GLASS WITH GASKET 15 3/4'' X 10 1/8'' 1

18 PL74798 GLASS RETAINER 2

19 60013 POWER CORD 96" X 18-3 type SJT (50 pcs per carton) 1

20 30124 SCREW #8 - 32 X 5/16'' TRUSS QUADREX ZINC 10

21 AC01213 RIGID FIRESCREEN 1

22 AC07869 3/8" BLACK COIL HANDLE 1

23 AC01298 5"Ø FRESH AIR INTAKE KIT 1

24 30337 SQUARE HEAD SET SCREW  1/2-13 X 1-1/2" 2

25 44085 RHEOSTAT KNOB 1

26 44028 CERAMIC THERMODISC F110-20F 1

27 30154 BLACK SCREW #10 X 5/8" QUADREX #2 TYPE A 2

28 SE74166 HANDLE 30898 REPLACEMENT KIT 1

29 SE74766 DAMPER ASSEMBLY 1

30 PL34052 LINER FIXATION BRACKET 1

31 44075 TANGENTIAL BLOWER 1800 115V-60hZ-30W (S) 90 CFM 1

32 SE74782 DOOR ASSEMBLY 1

33 PL74846 ASH TRAY 1
34 PL74845 FRONT HOUSING 1
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CENTURY LIMITED LIFETIME WARRANTY
CENTURY HEATING LIMITED WARRANTY

The warranty of the manufacturer extends only to the original retail purchaser and is not transferable. This warranty covers brand 
new products only, which have not been altered, modified nor repaired since shipment from factory. 

This warranty applies to normal residential use only. This warranty is void if the unit is used to burn material other 
than cordwood (for which the unit is not certified by EPA) and void if not operated according to the owner's manual. 
Damages caused by misuse, abuse, improper installation, lack of maintenance, over firing, negligence or accident 
during transportation, power failures, downdrafts, venting problems or under-estimated heating area are not covered 
by this warranty. The recommended heated area for a given appliance is defined by the manufacturer as its capacity to 
maintain a minimum acceptable temperature in the designated area in case of a power failure.

This warranty does not cover any scratch, corrosion, distortion, or discoloration. Any defect or damage caused by the use 
of unauthorized or other than original parts voids this warranty. An authorized qualified technician must perform the 
installation in accordance with the instructions supplied with this product and all local and national building codes. Any 
reclamation related to an improper installation is not covered by this warranty.

The manufacturer may require that defective products be returned or that digital pictures be provided to support the 
claim. Returned products are to be shipped prepaid to the manufacturer for investigation. Transportation fees to ship the 
product back to the purchaser will be paid by the manufacturer. All parts costs covered by this warranty are limited 
according to the table below.

The manufacturer, at its discretion, may decide to repair or replace any part or unit after inspection and investigation of the 
defect. The manufacturer may, at its discretion, fully discharge all obligations with respect to this warranty by refunding the 
wholesale price of any warranted but defective parts. The manufacturer shall, in no event, be responsible for any 
uncommon, indirect, consequential damages of any nature, which are in excess of the original purchase price of the product. A 
one-time replacement limit applies to all parts benefiting from lifetime coverage. This warranty applies to products purchased after 
July 1st, 2020.

DESCRIPTION
WARRANTY 

APPLICATION*

PARTS

Combustion chamber (welds only) and cast iron door frame. 5 years

Surrounds, heat shields, ash drawer, steel legs, pedestal and convector air-mate. 2 years

Removable stainless steel combustion chamber components, secondary air tubes**, 
deflectors and supports.

2 years

Glass retainers, handle assembly, and air control mechanism. 2 years

Carbon steel combustion chamber components, vermiculite baffle**and ceramic glass. 1 year

Blower, heat sensors, switches, rheostat, wiring, and other controls. 1 year

Firebricks, paint and gaskets. -

Any parts replaced under the warranty (Except firebricks, paint and gaskets) 90 days

*Subject to limitations above. **Picture required.

Shall your unit or a components be defective, contact immediately your CENTURY. To accelerate processing of your warranty 
claim, make sure to have on hand the following information when calling:

• Your name, address and telephone number; • Serial number and model name as indicated
• Installation configuration; on the nameplate fixed to the back of your unit;
• Nature of the defect and any relevant information.

Before shipping your unit or defective component to our plant, you must obtain an Authorization Number 
from your CENTURY. Any merchandise shipped to our plant without authorization will be refused 
automatically and returned to sender.



Stove Builder International inc.

250, rue de Copenhague,

St-Augustin-de-Desmaures (Québec) Canada

G3A 2H3

1-877-356-6663

https://www.century-heating.com/ca/en/

tech@sbi-international.com

This document is available for free download on the 

manufacturer’s website. It is a copyrighted document. 

Resale is strictly prohibited. The manufacturer may update 

this document from time to time and cannot be responsible 

for problems, injuries, or damages arising out of the use 

of information contained in any document obtained from 

unauthorized sources.
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